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Greenbank GBW‐100®
Belt Scale
Single Idler Belt‐Weigher for flow rates up to 1000TPH

GBW‐100 Belt Scale
For con nuous flow rates up to 1000TPH.
The GBW‐100 Single Idler Belt‐Weigher
combines quality, performance and
aﬀordability in a modular format.
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GENERAL SPECIFICATION

GBW‐100 BELT SCALE

Installa on

Repeatable

The GBW‐100 mounts easily into your conveyor stringers
using only four M12 bolts. The GBW‐100 uses two single point
load cells with the GBWI‐436 integrator. ATEX rated load cells
are also op onal for zoned areas.

The innova ve design with direct load cell moun ng reduc‐
es the influence by oﬀ centre belt loading or belt tracking.

Construc on
The framework is powder coated mild steel of a modular
design. A stainless steel version is available as an op on.
Accuracy
Greenbank can oﬀer an accuracy of +/‐ 0.5% of the totalised
load over a 3:1 range for a single idler system. With up to
four systems used serially, this accuracy can be improved to
+/‐ 0.25% on rates up to 1000TPH, pu ng it on a par with all
of our compe tors. There is a GBW‐100 single idler belt
weigher for your applica on whether you are conveying:








Sand
Gravel
Coal
Ore
Recyclable Media
Other bulk materials

Calibra on
Calibra on is simple and straigh orward, and can be carried
out using test chains, test weights or material. Greenbank are
able to supply either a service contract using their own
cer fied weights (tested annually by a local weights and
measures authority), or we can provide test weights with
cer ficates for our customers to perform their own
calibra ons.
Reliable
The maintenance free design with direct load cell moun ng
eliminates the need for bearings and pivots for eﬀec ve dy‐
namic in‐line weighing applica ons.
Controller
The GBWI‐436 has panel or wall mounted op ons available,
with a user friendly operator interface with simple push
bu on keypad. Op ons for mul drop, serial and analogue
are available.
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Installa on
The modular belt scale can be installed into any type of
conveyor where space is restricted. Adjustable moun ngs
eliminate the requirement to shim the weigh frame or
conveyor idler without the need for special tools. The in‐
stalla on is quick and easy taking only a few hours to com‐
plete.

Technical Data: GBW‐100
Belt Width
300mm to 1800mm.
Accuracy:
± 0.5% of totalised weight over a 3:1 range of design
capacity on an approved installa on.
Calibra on:
Via test weights, test chains (op onal) or material tests.
Overload Protec on:
Infinite mechanical stop.
Load Cell:
High precision shear beam load cell is temperature
compensated and herme cally sealed.
Speed Sensor:
Digital, photo electric sensor mounted GWE‐50 wheel
assembly or digital sha encoder mounted on return bend
pulley or tail drum.
Weigh Module:
Mild steel with rust resistant primer and powder coated
finish. Stainless steel op on available.
Weigh Module Moun ng Beams:
Mild steel painted with rust resistant primer and powder
coated finish, pre‐drilled for moun ng weigh module to
conveyor stringers

